WORLD INTELLECTUAL PROPERTY ORGANIZATION 
International Bureau 




PCT 

INTERNATIONAL APPLICATION PUBLISHED UNDER THE PATENT COOPERATION TREATY (PCT) 



(51) International Patent Classification 6 : 
G02F 1/1335, H04N 9/31 



Al 



(11) International Publication Number: WO 98/47042 

(43) International Publication Date: 22 October 1998 (22.10.98) 



(21) International Application Number: PCT/DK98/00154 

(22) International Filing Date: 14 April 1998 (14.04.98) 



(30) Priority Data: 
0415/97 
0063/98 



14 April 1997 (14.04.97) DK 
16 January 1998 (16.01.98) DK 



(71) Applicant (for all designated States except US): DICON A/S 

[DK/DKJ; Scnderskowej 5, DK-8520 Lystrup (DK). 

(72) Inventor; and 

(75) Inventor/Applicant (for US only): HENNINGSEN, Henning 
[DK/DK]; Nefrregade 25, DK-8670 Usby (DK). 

(74) Agent: HOFMAN-BANG & BOUTARD, LEHMANN & REE 
A/S; Ryesgade 3, P.O. Boks 367, DK-8100 Arhus C (DK). 



(81) Designated States: AL, AM, AT, AT (Utility model), AU, AZ, 
BA, BB, BG, BR, BY, CA, CH, CN, CU, CZ, CZ (Utility 
model), DE, DE (Utility model), DK, DK (Utility model), 
EE, EE (Utility model), ES, FI, FT (Utility model), GB, GE, 
GH, GM, GW, HU, ID, IL, IS, JP, KE, KG, KP, KR, KZ, 
LC, LK, LR, LS, LT, LU, LV, MD, MG, MK, MN, MW, 
MX, NO, NZ, PL, PT, RO, RU, SD, SE, SG, SI, SK, SK 
(Utility model), SL, TJ, TM, TR, TT, UA, UG, US, UZ, 
VN, YU, ZW, ARIPO patent (GH, GM, KE, LS, MW, SD, 
SZ, UG, ZW), Eurasian patent (AM, AZ, BY, KG, KZ, MD, 
RU, TJ, TM), European patent (AT, BE, CH, CY, DE, DK, 
ES, FI, FR, GB, GR, IE, IT, LU, MC, NL, PT, SE), OAPI 
patent (BF, BJ, CF, CG, CI, CM, GA, GN, ML, MR, NE, 
SN, TO, TG). 



Published 

With international search report. 

Before the expiration of the time limit for amending the 
claims and to be republished in the event of the receipt of 
amendments. 

In English translation (filed in Danish). 



(54) Titie: AN APPARATUS AND A METHOD FOR ILLUMINATING A LIGHT-SENSITIVE MEDIUM 




(57) Abstract 

The invention relates to an illumination unit for point illumination of a medium comprising a plurality of light emitters in the form 
of light guides, which are arranged to illuminate at least one illumination race via a light valve arrangement, said light valve arrangement 
comprising a plurality of electrically controlled light valves, at least one of the light emitters (1) being arranged to iUurninate a plurality of 
light valves. 



FOR THE PURPOSES OF INFORMATION ONLY 
Codes used to identify States party to the PCT on the front pages of pamphlets publishing international applications under the PCT. 



AL 


Albania 


ES 


Spain 


LS 


Lesotho 


SI 


Slovenia 


AM 


Armenia 


FI 


Finland 


LT 


Lithuania 


SK 


Slovakia 


AT 


Austria 


FR 


France 


LU 


Luxembourg 


SN 


Senegal 


AU 


Australia 


GA 


Gabon 


LV 


Latvia 


SZ 


Swaziland 


AZ 


Azerbaijan 


GB 


United Kingdom 


MC 


Monaco 


TD 


Chad 


BA 


Bosnia and Herzegovina 


GE 


Georgia 


MD 


Republic of Moldova 


TG 


Togo 


BB 


Barbados 


GH 


Ghana 


MG 


Madagascar 


TJ 


Tajikistan 


BE 


Belgium 


GN 


Guinea 


MK 


The former Yugoslav 


TM 


Turkmenistan 


BF 


Burkina Faso 


GR 


Greece 




Republic of Macedonia 


TR 


Turkey 


BG 


Bulgaria 


HU 


Hungary 


ML 


Mali 


TT 

UA 


Trinidad and Tobago 


BJ 


Benin 


IE 


Ireland 


MN 


Mongolia 


Ukraine 


BR 


Brazil 


IL 


Israel 


MR 


Mauritania 


UG 


Uganda 


BY 


Belarus 


IS 


Iceland 


MW 


Malawi 


US 


United States of America 


CA 


Canada 


IT 


Italy 


MX 


Mexico 


uz 


Uzbekistan 


CF 


Central African Republic 


JP 


Japan 


NB 


Niger 


VN 


Viet Nam 


CG 


Congo 


KE 


Kenya 


NL 


Netherlands 


YU 


Yugoslavia 


CH 


Switzerland 


KG 


Kyrgyzstan 


NO 


Norway ■ 


zw 


Zimbabwe 


a 


Cote d'lvoire 


KP 


Democratic People's 


NZ 


New Zealand 






CM 


Cameroon 




Republic of Korea 


PL 


Poland 






CN 


China 


KR 


Republic of Korea 


PT 


Portugal 






CU 


Cuba 


KZ 


Kazakstan 


RO 


Romania 






CZ 


Czech Republic 


LC 


Saint Lucia 


RU 


Russian Federation 






DE 


Germany 
Denmark 


U 


Liechtenstein 


SD 


Sudan 






DK 


LK 


Sri Lanka 


SB 


Sweden 






EE 


Estonia 


LR 


Liberia 


SG 


Singapore 







WO 98/47042 i 




PCTYDK98/00154 



AN APPARATUS AND A METHOD OF ILLUMINATING A LIGHT-SENSI- 
TIVE MEDIUM 

Field of the invention 

5 

The invention relates to an illumination unit and a 
method of point illumination of a medium comprising a 
plurality of light emitters in the form of light guides 
which are arranged to illuminate at least one illumina- 
10 tion face via a light valve arrangement, said light valve 
arrangement comprising a plurality of electrically con- 
trolled light valves. 

The art comprises various types of illumination systems 
15 of the type where a continuous high power light source, 
e.g. an Hg or Xe lamp, illuminates a plurality of illumi- 
nation points on a light-sensitive medium via a given 
type of light modulators, 

20 However, the technology has not been a great commercial 
success, because many light valve types have a very low 
coefficient of utilization, and, accordingly, distribu- 
tion of light over a large illumination face will typi- 
cally give greater optical losses and thereby cause the 

25 emitted optical power on the illumination point to be re- 
duced considerably. As a result of this circumstance, the 
available optical energy will frequently tend to be con- 
centrated in one specific small illumination area, rather 
than trying to distribute it over a large area for an ex- 

30 tended period of time because of the limited illumination 
power and thereby achieve a reduced illumination power 
over the individual illumination points. 

A drawback of this prior art caused by the above-men- 
35 tioned problems is that it is necessary to place a very 
large number of light valves in a light valve array on a 
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very small area, as it is very difficult to distribute 
sufficient optical power over a large area, and also dif- 
ficult to achieve a uniform surface illumination . 

5 Computer to plate technology, which is known e.g. from US 
Patent No. 5 049 901 in which e.g. printing plates are 
illuminated via DMD light valves, involves the problem 
that it is not possible to have sufficient optical power 
distributed over a large area. The patent thus describes 

10 how illumination on a scanning line is maintained as best 
as possible for the longest possible period of time by 
illuminating the same scanning line with several rows of 
light valves. Another consequence of the relatively low 
illumination power may also be that special printing 

15 plates having an increased light sensitivity have to be 
used, which for one thing are expensive in use and for 
another make greater requirements with respect to storage 
and use than the conventional printing plates. A further 
possible consequence of this relatively low achievable 

20 optical energy is that the illumination time of the sys- 
tem must be increased considerably. This increase in time 
consumption, however, is not very expedient as the over- 
all necessary exposure time for a printing plate is in- 
creased considerably. 

25 

A further drawback of optical distribution over a large 
area is that the use of e.g. a large number of light 
sources may give rise to rather pronounced edge problems 
which occur at the boundary areas between the illumina- 

30 tion profiles and the illumination area of the individual 
light sources. These edge problems have previously been 
avoided either by illuminating an illumination area with 
the same light emitter, or alternatively by illuminating 
each individual illumination point with a separate opti- 

35 cal fibre. Systems of the first-mentioned type, which are 
known from US Patent Specification No. 4 675 702, have 
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the drawback that the illumination area is restricted 
physically, thereby calling for a complicated relative 
mechanical movement between the illumination unit and the 
substrate. 

5 

The last-mentioned type provides a uniform illumination 
on the illumination face, as the illumination intensity 
varies between each illumination point so that the varia- 
tion of the illumination intensity is not visible. A 

10 drawback of the last-mentioned type, which is known from 
US Patent Specification No. 4 899 222, is that the system 
is extremely complicated, as an optical fibre is required 
for each illumination point. This means that the light 
distribution from the light source to the light modula- 

15 tors requires the use of a very large number of optical 
fibres, and that a very precise adjustment of each indi- 
vidual optical fibre is required with respect to the 
light source as well as the light modulators. It should 
be recalled in this connection that each individual opti- 

20 cal fibre must be re-adjusted by routine exchange of 
light source. 

The above-mentioned light modulator systems are addition- 
ally vitiated by the drawback that the transmission at- 
25 tenuation is very high, whereby high power illumination 
on the medium to be illuminated is extremely difficult or 
downright impossible. 

Summary of the invention 

30 

When, as stated in claim 1, at least two of the light 
emitters are arranged to illuminate a plurality of light 
valves each, it is possible to achieve a very high trans- 
mitted illumination intensity combined with a very even 
35 and uniform surface illumination. 
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The prior art does not involve a decided, effective spe- 
cific distribution from more than one light emitter over 
a large area or subarea of light valves. When light is 
distributed via several light emitters, each of which il- 
5 luminates a plurality of light valves, it is also poss- 
ible to use several light sources in a simple manner, and 
each said light source may be dedicated to precisely one 
light guide so that the power achieved has a maximum 
value. 

10 

A further advantage of distributing light by means of 
light guides is that light may suitably be mixed in cou- 
plers or the like to achieve a greater sum of transmitted 
power in the individual light guides. 

15 

A further advantage of the invention is that it gradually 
becomes possible to achieve increased input powers from 
e.g. lamps in the UV range, so that the power transmitted 
to the light valves will be so great that the individual 
20 light emitters can emit light having a sufficiently great 
energy to illuminate several light valves at the same 
time. 

It has also been found in connection with the use of e.g. 

25 UV lamps that the introduction of macro illumination ar- 
eas, i.e. each area illuminated by a single light guide, 
gives no significant edge effects between each illumina- 
tion area, just as it has been found that any great 
variations between the emitted powers from each light 

30 guide (as a function of a varying intensity profile from 
a connected lamp e.g. because of different positioning of 
the coupling optics for the individual fibres with re- 
spect to the lamp) may be compensated by suitable mixing 
of the light guides, whereby the result of the complete 

35 illumination has a uniform visual appearance without sig- 
nificant differences in intensity in the edge areas. 
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The above-mentioned mixing may e.g. be performed in con- 
sideration of the circumstance that adjacent macro illu- 
mination areas receive optical power which does not dif- 
5 fer significantly from each other, while macro illumina- 
tion areas oriented relatively remotely from each other 
may have a somewhat greater difference in intensity, 
without this causing considerable visual disturbances on 
the illumination surface. 

10 

An additional advantage of the invention may be obtained 
by filtering the light to or emitted from the individual 
light guides, so that the illumination intensity is uni- 
form from all the light guides or some of these. 

15 

In contrast to the prior art, an apparatus according to 
the invention may be constructed in a relatively simple 
manner, while achieving high resolution, high illumina- 
tion rate, good precision and uniform illumination inten- 
20 sity over a very large illumination area. 1 

The invention is particularly advantageous in connection 
with light valves which are vitiated by relatively great 
losses. An example of such light valve types may e.g. be 
25 electrooptically based light valves, such as LCD, PDLC, 
PLZT, FELCD and Kerr cells. Other types of light valves 
may e.g. be electromechanical reflection-based light 
modulators of the DMD type. 

30 According to the invention, it is thus possible to sum 
light over a large surface in a simple manner using rela- 
tively few light guides, just as it is possible to orient 
the light emitters in the illumination system relatively 
freely as the light emitters consist of light guide ends 

35 rather than e.g. a light source with associated optical 
system, drivers and coolants. 
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A particularly advantageous embodiment of the invention 
is achieved for transmissive light valves, as these re- 
sult in the fewest possible optical losses, which may be 
5 quite decisive for the functionality of certain applica- 
tions . 

When, as stated in claim 2, the illumination unit addi- 
tionally comprises a first lens arrangement, said lens 

10 arrangement comprising at least one micro lens arranged 
with respect to each light valve so that the light 
emitted by the light emitter or emitters is focused on or 
in the vicinity of the optical axis of the individual 
light valves, a high utilization of the light power 

15 emitted from the light emitter is achieved. 

When, as stated in claim 3, the illumination arrangement 
additionally comprises a second micro lens arrangement 
arranged between the light valves and the illumination 
20 face, so that light transmitted through the light channel 
of the individual light valve is focused suitably on the 
illumination surface, it is ensured that the light from 
each channel falls on small points with high intensity on 
the illumination surface. 

25 

When, as stated in claim 4, the optical light guide or 
guides are formed by optical fibres, a small loss of 
light intensity as well as great constructional flexibil- 
ity in the spatial positioning of the individual elements 
30 is achieved. 

The use of multimode fibres opens up the possibility of 
illuminating the illumination surface with more broad- 
spectral light. 



35 
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When, as stated in claim 5, at least one of the light 
sources is formed by a short arc gap lamp, a high emitted 
light power is achieved from an area of limited physical 
extent (high radiation intensity) . 

5 

When, as stated in claim 6, the light source comprises a 
short arc gap lamp having light receiving optical light 
guides or fibres which are arranged within an angle of 
+/- 75° with respect to the equator axis (E) of the lamp 
10 on a ball face around the lamp, and which are optically 
connected to and conduct light to the light emitters, it 
is ensured that the predominant part of the light emitted 
from the light source is gathered in the light guides, 
whereby the coefficient of utilization is very high. 

15 

When, as stated in claim 7, at least one of the light 
sources is formed by a laser source, it is possible to 
distribute the light sources so that e.g. a row of laser 
sources can supply the total number of light valves. 

20 

When, as stated in claim 8, the illumination unit com- 
prises a plurality of light emitters in the form of light 
guides, each of which is optically connected to a light 
source arranged to illuminate a plurality of light valves 

25 arranged in a given face shape, at least one collimation 
lens being arranged between the light emitter and the 
face shape so that collimated light is conducted to a 
first micro lens arrangement associated with the plural- 
ity of light valves, a homogeneous illumination of a plu- 

30 rality of the light valves from each light emitter is 
achieved. 

When, as stated in claim 9, the face shape of the light 
valves forms a hexagon, a good approximation to a circle 
35 and thereby a high utilization of the light energy from a 
light emitter of circular geometry are achieved. Another 
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advantage is that hexagonal illumination faces are ex- 
tremely advantageous to use in connection with scanning 
movements of a plurality of illumination units built to- 
gether. Thus, hexagons may suitably be shaped and posi- 
5 tioned mutually offset in and transversely to the scan- 
ning direction. 

When, as stated in claim 10, the individual light valves 
are arranged in rows in the transverse direction of the 
10 face shape with the light valves at a given mutual dis- 
tance, said rows being mutually offset in the transverse 
direction, it is possible to distribute the light lin- 
early over a great width. 

15 When, as stated in claim 11, the rows are arranged such 
that the projection of all the individual light valves in 
the transverse direction in the face shape results in a 
plurality of illumination points at a mutual distance in 
the transverse direction, it is ensured that light may 

20 fall on points with a considerably higher resolution than 
corresponding to the distance between the individual 
light valves because of their physical extent if these 
were positioned in a single row in the transverse direc- 
tion. 

When, as stated in claim 12, the face shape or shapes of 
the light valves are arranged on one or more illumination 
heads, each illumination head and the illumination face 
being adapted to perform a relative movement across an 
30 illumination area, said device being also provided with a 
control unit for controlling the light valves in depend- 
ence on the relative movement between the illumination 
head and the illumination face, an advantageous embodi- 
ment of the invention is achieved. 
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When, as stated in claim 13, the illumination head or 
heads are arranged as a rod whose relative movement with 
the illumination face is a simple progressing movement in 
the transverse direction of the rod, it is ensured that 
5 illuminated points may be generated in the entire or a 
considerable part of the width of the illumination face 
and by virtue of the scanning movement on the entire or a 
considerable part of the illumination face. 

When, as stated * in claim 14, the illumination unit be- 
tween the light valve arrangement and the illumination 
face additionally comprises optical means for spreading 
the light beams emitted by the light channels across the 
illustration face, exposure is ensured over an area which 
is physically larger than the area covered by the light 
channels, thereby e.g. allowing compensation for non-ac- 
tive edge areas around a light valve arrangement. 



10 
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When, as stated in claim 15, the light valves of the il- 
lumination unit are formed by electrooptically based 
light valves (spatial light modulators) , such as LCD, 
PDLC, PLZT, FELCD or Kerr cells, a great design flexibil- 
ity is achieved with respect to selection of light modu- 
lator principle in the individual application, including 
also that standardized components can reduce the produc- 
tion price. 

When, as stated in claim 16, the light valves of the il- 
lumination unit are formed by reflection based electrome- 
30 chanical light valves, such as DMD chips, a solution with 
high spatial resolution is achieved. 

When, as stated in claim 17, the light valves of the il- 
lumination unit are formed by transmission based electro- 
35 mechanical light valves, a solution with a very low dim- 
ming of light through the modulator is achieved. 



20 
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When, as* stated in claim 18, the light guides of the il- 
lumination device are so arranged with respect to the 
light valve arrangement that the optical energy fed to 
5 each subset of light valves does not differ significantly 
from each other when the subsets of light valves illumi- 
nate adjacent areas or areas close to each other on the 
illumination face, it is ensured that the permissible 
variation in light intensity between all light emitters 
10 may be increased without this becoming visible. 

When, as stated in claim 19, the light receiving ends of 
the light guides are gathered in at least one bundle 
which directly or indirectly receives light from a re- 
15 flector or a reflector system optically connected to at 
least one lamp, a better possibility of centrally con- 
trolling both amount and variation of the light injected 
into the light guide is achieved. 

20 Drawings 

The invention will be explained more fully below with 
reference to the drawings, in which 

25 fig. 1 shows a basic sketch of an embodiment of the in- 
vention, 

fig. 2 shows a more detailed sketch of a subarea shown in 
fig. 1, 

30 

fig. 3 shows an additional example of an embodiment of a 
subarea according to the invention, 

fig. 4 shows an embodiment in which the subareas shown in 
35 fig. 3 are arranged on e.g. a scanning rod, 



# 
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fig. 5 shows an embodiment with a plurality of illumina- 
tion modules arranged on a scanning rod, 

fig. 6 shows a cross-section of an illumination system 
5 according to the invention with LCD light valves. 

Example 

Fig. 1 shows a basic sketch of an embodiment of the in- 
10 vent ion. 



Thus, an illumination system comprises a lamp 1 which is 
optically connected with a plurality of light receiving 
ends of light guides, such as optical fibres 3 which are 
15 gathered in a fixture 2. 

At the opposite end of the optical fibres 3, the optical 
fibres 3 are optically connected to a plurality of subar- 
eas or zones 4, each of which comprises a plurality of 
20 light valves (not shown) . 

The light guides 3 thus conduct light to the subareas 4 
where the fed light is modulated on an illumination face 
5. 

25 

The light valve arrangement shown in fig. 1 may e.g. be 
arranged for flash exposure, i.e. all illumination points 
on the complete illumination face may be illuminated at 
the same time. 

30 

The light valve arrangement shown in fig. 1 may moreover 
be constructed on the basis of an array -having a very 
large number of light valves, the total area being di- 
vided into a plurality of subareas which each are illumi- 
35 nated by a light guide 3. 
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Fig. 2 is a close-up of one of the subareas 4 shown in 
fig. 1. 

Each subarea comprises a plurality of light valves 6 
5 which may individually be controlled electrically by a 
control unit (not shown) connected to it. The light valve 
arrangement may e.g. be formed by an LCD display with a 
given desired resolution. 

10 The entire subarea of light valves 4 is illuminated by 
one light guide 3 so arranged that a light beam 10, 
emitted from the light guide 3, can supply optical energy 
to all the light valves 6 in the subarea. 

15 It should be noted that the light beam will frequently be 
supplied through collimation optics so that the light 
beam supplied to the light valve arrangement is plane and 
uniform in terms of energy. 

20 Fig. 3 shows a further example of an embodiment of a 
subarea according to the invention. 

With respect to the subarea shown in fig. 2, it is noted 
initially that there are fewer light valves in each 
25 subarea. 

The shown subarea 4 thus comprises a plurality of light 
valves 6 with light valve apertures 6 T . 

30 It will be seen that the selected light valve arrangement 
has had the light valves at the corner diaphragmed so 
that the shape of the subarea approximates a circum- 
circle. It will be appreciated that, for explanatory rea- 
sons, the selected example has a reduced number of light 

35 valves, and a larger number of light valves can therefore 



WO 98/4704! 




PCT/DK98/00154 



be approximated more easily to a desired face-shaped or 
matrix structure. 

An advantage of an approximately circular face shape is 
5 that it is relatively easy to distribute light over the 
light valve arrangement from a light guide, as a light 
guide will typically have a circular cross-section. 

It will be seen from fig. 4 how three subareas 14 of 
10 light valves 6, 6' are arranged as cooperating illumina- 
tion units for performing a scanning movement and 
illumination perpendicularly to a scanning line 9. In the 
shown projection of light on the scanning line 9 the com- 
plete light valve arrangement moves perpendicularly to 
15 the scanning line 9 and performs illumination in the nor- 
mal direction of the units. As will appear, the light ap- 
erture 6 1 of the individual light valves 6 gives a con- 
tribution on the scanning line with equidistant illumina- 
tion points in the form of an illumination point 6". 

20 

The shown arrangement may e.g. be constructed on a mov- 
able scanning rod (not shown) with associated control 
electronics (not shown) . 

25 The shown structure may be built more economically than 
e.g. arrangements for flash exposure, just as it will be 
possible to increase the resolution in a simple manner. 
This will be discussed in greater detail below. 

30 As will appear from the example, the subareas used have 
an inclination with respect to their projection on the 
scanning line 9. The shown arrangement thus gives an in- 
crease in the resolution which corresponds to the number 
of rows in the light valve arrangement. The angle with 

35 respect to the scanning line 9 of each illumination mod- 
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ule is adapted so as to create an equidistant spacing be- 
tween the points 6" projected down on the line 9. 

As an alternative to the arrangement described above, the 
5 system may be arranged with redundancy by allowing sev- 
eral light valves to illuminate the same illumination 
point. This may e.g. be a distinct advantage in connec- 
tion with light valve types in which a certain functional 
uncertainty occurs, i.e. non- functioning mirrors or 
10 valves. Such a redundancy may e.g. be achieved by rotat- 
ing a larger array of light valves so that selected light 
valves, when scanning past an illumination face or scan- 
ning line, illuminate the same point. 

15 It should be recalled in this connection that generally a 
very small or no percentage of error must be accepted for 
the light valves involved if these are used as "stand 
alone", for which reason redundancy will allow some un- 
certainty on the individual illumination modules. This in 

20 turn reduces the unit price of the light valve units in- 
volved. 

An advantage of the shown example is that standard light 
valve structures may be used with an ordinary matrix po- 
25 sition of the light valves, such as e.g. light valves of 
the LCD type, rather than having to produce subareas with 
a particular and specific layout of light valves. 

However, it will be appreciated that the individual 
30 subareas or the complete light valve arrangement, if so 
desired, may be produced in one total formation of light 
valves in a given specific layout. 

It should moreover be noted that a further advantage of 
35 the invention is particularly pronounced when using a 
scanning light valve arrangement, as the light valve ar- 
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rangement in its entirety normally requires a very elon- 
gated light supply line (corresponding to the length of 
the desired scanning line) . Such an elongated light pro- 
file may be extremely difficult to achieve without using 
5 light guides, as the optics used may be extremely compli- 
cated and bulky. 

Fig, 5 shows a section of a further embodiment of the in- 
vention, the light valve layout being produced directly 
10 in this case with row displacement between the individual 
light valve rows. 

The light valve arrangement shown is adapted to scan 
across an illumination face in the scanning direction SD. 

15 

The light valve arrangement is arranged with a plurality 
of light valves 6 positioned in rows, e.g. LCD light 
valves. Each light valve has an illumination aperture 6 ? 
which is electrically activatable and deactivatable • When 
20 the light valve 6 is open, it will thus illuminate an il- 
lumination place arranged below the light valve. This il- 
lumination place will be a scanning line 9 in the shown 
case. 

25 As shown in the drawing, the light valve arrangement pro- 
jections 30 together form an illumination line SL on 
which the illumination points have a mutual given centre 
distance. The projections illustrate how the individual 
points are generated when the individual light valves 

30 pass the scanning line SL in the direction SD. 



It will be appreciated that the illumination arrangement 
is controlled by control means (not shown) which ensure 
that the individual light valves open with a suitable mu- 
35 tual time delay so that an ordinary scanning line is re- 
formed on the scanning line SL, even though the passage 
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of the light valve rows across the scanning line is tem- 
porally staggered. 

In the shown case the illumination resolution achieved 
5 corresponds to the mutual shifting between each adjacent 
row. However, it will be appreciated that the layout 
shown just represents one of many conceivable light valve 
layouts within the scope of the invention. 



10 An advantage of the shown embodiment is that the light 
valve arrangement may be produced directly and specifi- 
cally for the task for which the device might be in- 
tended, thereby facilitating the mutual positioning of 
cooperating illumination modules. 

15 

Fig. 6 shows a cross-section of an embodiment according 
to the invention. 

Fig. 6 thus shows an illumination system comprising a 
20 bundle of light guides 20 whose light receiving ends may 
be arranged to receive light from one or more light 
sources (not shown) . 



The light guide bundle 20, which may e.g. consist of op- 
25 tical fibres, forms a plurality of light emitters ar- 
ranged to illuminate collimation optics 23 so that each 
light emitter in the fibre bundle is collimated individu- 
ally to collimated light beams 28. 

30 The collimated light beams 28 are subsequently conducted 
to an LCD modulation board 24 consisting of one LCD ar- 
ray, in which the individual LCD light valves are adapted 
to modulate the incident light in dependence on electri- 
cal control signals to outgoing macro light beams 29 of 

35 micro light beams. Each macro light beam 29 consists of a 
plurality of individually modulated micro light beams. 
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The micro light beams are not shown in fig. 6 owing to 
the resolution achievable in the figure. 

As an alternative embodiment of the invention the LCD 
5 board might be constructed as a plurality of LCD arrays 
which each are illuminated by precisely one light emitter 
or a subset of light emitters from the fibre bundle 20. 

Subsequently, the macro light beams 29 are conducted to a 
10 plurality of macro objective systems which each may con- 
sist of e.g. associated macro lenses 25, 26. The macro 
objective systems subsequently conduct the macro light 
beams to an illumination point in the form of e.g. a 
printing plate. 

15 

The shown embodiment can perform stationary flash expo- 
sures of stationary illumination faces depending on the 
structure and dimensioning of the optical system and the 
LCD board. 

20 

Alternatively, the shown embodiment may be arranged for 
relative movement between the illumination face and the 
illumination system in the form of e.g. a scanning, as 
shown in fig. 4 and fig. 5. 
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PATENT CLAIMS 

1. An illumination unit for point illumination of a me- 
dium comprising a plurality of light emitters (3) in the 

5 form of light guides arranged to illuminate an illumina- 
tion face via a light valve arrangement, said light valve 
arrangement comprising a plurality of electrically con- 
trolled light valves, characterized in that 
at least two of the light emitters (3) are arranged to 
10 illuminate a plurality of light valves (6) each. 

2. An illumination unit according to claim 1, char- 
acterized in that it additionally comprises a 
first lens arrangement, said lens arrangement comprising 

15 at least one micro lens arranged with respect to each 
light valve so that the light emitted by the light emit- 
ter or emitters is focused on or in the vicinity of the 
optical axis of the individual light valves. 

20 3. An illumination unit according to claim 1 or 2, 

characterized in that it additionally com- 
prises a second micro lens arrangement arranged between 
the light valves and the illumination face, so that light 
transmitted through the light channel of the individual 

25 light valve is suitably focused on the illumination face 
(5) . 

4. An illumination unit according to claims 1-3, 
characterized in that the optical light 
30 guide or guides (3) are formed by optical fibres, pref- 
erably multimode fibres. 



35 



5. An illumination unit according to claims 1-4, 
characterized in that at least one of the 
light sources (1) is formed by a short arc gap lamp. 
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6. An illumination unit according to claims 1-5, 
characterized in that the light source com- 
prises a short arc gap lamp (1) having light receiving 
optical light guides or fibres (3) which are arranged 
5 within an angle of + /- 75° with respect to the equator 
axis of the lamp on a ball face around the lamp, and 
which are optically connected to and conduct light to the 
light emitters, 

10 7. An illumination unit according to claims 1-6, 

characterized in that at least one of the 
light sources is formed by a laser source, 

8. An illumination unit according to claims 1-7, 
15 characterized in that it comprises a plural- 
ity of light emitters (3) in the form of light guides, 
each of which is optically connected to a light source 
(1) arranged to illuminate a plurality of light valves 
(6) arranged in a given face shape, at least one collima- 
20 tion lens being arranged between the light emitter and 
the face shape so that collimated light is conducted to a 
first micro lens arrangement associated with the plural- 
ity of light valves. 

25 9. An illumination unit according to claim 8, char- 
acterized in that the face shape of the light 
valves forms one or more hexagons . 

10. An illumination unit according to claim 8 or 9, 

30 characterized in that the individual light 
valves are arranged in rows in the transverse direction 
(9) of the face shape with the light valves at a given 
mutual distance, and that the rows are mutually offset in 
the transverse direction. 

35 

11. An illumination unit according to claims 8-10, 
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characterized in that the rows are arranged 
such that the projection of all the individual light 
valves in the transverse direction (9) in the face shape 
results in a plurality of illumination points at a mutual 
5 distance in the transverse direction (9) . 

12. An illumination unit according to claims 1-11, 
characterized in that the face shape or 
shapes of the light valves are arranged on one or more 

10 illumination heads, each illumination head and the illu- 
mination face being adapted to perform a relative move- 
ment across an illumination area, said device being also 
provided with a control unit for controlling the light 
valves in dependence on the relative movement between the 

15 illumination head and the illumination face, 

13. An illumination unit according to claims 1-12, 
characterized in that the illumination head 
or heads constitute a rod whose relative movement with 

20 the illumination face is a single progressing movement in 
the transverse direction of the rod, 

14. An illumination unit according to claims 1-13, 
characterized in that the illumination unit 

25 between the light valve arrangement and the illumination 
face additionally comprises optical means for spreading 
the light beams emitted by the light channels across the 
illumination face. 

30 15. An illumination unit according to claims 1-14, 

characterized in that the light valves of 
the illumination unit are formed by electrooptically 
based light valves (spatial light modulators), such as 
LCD, PDLC, PLZT, FELCD or Kerr cells. 

35 

16. An illumination unit according to claims 1-15, 
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characterized in that the light valves of 
the illumination unit are formed by reflection based 
electromechanical light valves, such as DMD. 

5 17. An illumination unit according to claims 1-16, 

characterized in that the light valves of 
the illumination unit are formed by transmission based 
electromechanical light valves. 

10 18. An illumination unit according to claims 1-17, 

characterized in that the light guides of 
the illumination unit are so arranged with respect to the 
light valve arrangement that the optical energy fed to 
each subset of light valves does not differ significantly 

15 from each other when the subsets of light valves illumi- 
nate adjacent areas or areas close to each other on the 
illumination face. 

19. An illumination unit according to claims 1-5 and 
20 claims 7-17, characterized in that the light 

receiving ends of the light guides are gathered in at 
least one bundle which directly or indirectly receives 
light from a reflector or a reflector system optically 
connected to at least one lamp. 

25 

20. A method of point illumination of a medium by means 
of a plurality of light emitters (3) in the form of light 
guides which are arranged to illuminate an illumination 
face via a. light valve arrangement, said light valve ar- 

30 rangement comprising a plurality of electrically con- 
trolled light valves, characterized in that 
at least two of the light emitters (3) are arranged to 
illuminate a plurality of light valves (6) each. 

35 21. A method according to claim 20, character- 
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i z e d in that the light emitted by the light emitter 
or emitters is focused on or in the vicinity of the opti- 
cal axis of the individual light valves via a first lens 
arrangement, said lens arrangement comprising at least 
5 one micro lens arranged with respect to each light valve. 

22. A method according to claim 20 or 21, charac- 
terized in that the light transmitted through the 
light channel of the individual light valve is suitably 
10 focused on the illumination face (5) via . a second micro 
lens arrangement arranged between the light valves and 
the illumination face. 
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